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PHIX™ Media-based systems feature innovative technology that
neutralizes acidic water before it enters the wastewater stream.
PHIX media and related application systems have been specifically
engineered to deliver maximum performance in minimal space for
commercial, institutional and industrial settings, including schools,
labs and hospitals.

5 Times More Efficient than Limestone

Lasts 25-30 Times Longer than Limestone

Features &

Benefits Non-toxic - Requires No Special Handling
Easy Maintenance

Self-Contained Systems

Available
Configurations

Under-Sink Cartridge System
Gravity Series for Larger Needs
PHIX Pacs - Replacement/Retrofit

Cartridge System
Installs Under Sink
x o PHIX Pacs Replace
S5 % .| Limestone in Existing Systems
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Reflo %.......

Reflo™ is a pre-engineered rainwater harvesting package designed
for multi-residential, commercial, institutional and industrial use.

Green Turtle analyzes rainwater availability and consumption using
unique modeling software that ultimately recommends the optimal
water storage tank size.

Green Turtle works with the site plan and local regulations to
recommend and supply the optimal design, layout and configuration
of the components. The system is designed to give the greatest
degree of design flexibility of any system on the market.

ULTRAFilter

At the heart of the Reflo system is a unique,
high-efficiency filtration assembly that, based
on system requirements, can be integrated
into various housings.

Single Source of Supply
Feafures & =\ Highly Flexible, Highly Scalable
Benefits ~ Reduces Complexity of Design & Installation

High Degree of Pre-Filtration
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GREENTURTLETECH.com
usa 877 428 8187

Tank Monitoring & Alarms Systems

CAN 877 966 9444





